
RCIM-0.4FS E
RCIM-0.6
RCIM-0.8
RCIM-1.0
RCIM-1.5
RCIM-2.0
RCIM-2.5

Nastavení 
st a nsta a e

–0,2 HP

n t ní e n t a RCIM-0.4FS E RCIM-0.6 RCIM-0.8 RCIM-1.0 RCIM-1.5 RCIM-2.0 RCIM-2.5



n t ní e n t

RCI-1.0FS
RCI-1.5
RCI-2.0
RCI-2.5

RCI-3.0
RCI-4.0
RCI-5.0
RCI-6.0

Nastavení 
st a nsta a e

–0,2 HP

n t ní e n t a RCI-1.0 RCI-1.5 RCI-2.0 RCI-2.5 RCI-3.0 RCI-4.0 RCI-5.0 RCI-6.0

P-GP160NAP P-GP160NAPU P-GP160KAP

d7



n t ní e n t

RCD-0.8FS
RCD-1.0
RCD-1.5
RCD-2.0
RCD-2.5
RCD-3.0

RCD-4.0
RCD-5.0
RCD-6.0

–0,2 HP

n t ní e n t a RC - RC -1.0 RC -1. RC - RC - RC - .0 RC - .0 RC - .0 RC - .0


