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Notes:
Featuresmay vary frommodel to model. *At Super Silent Fan Speed& at a distance of 1m.
Hitachi Air Conditioners aredesigned to work in ambient temperatures upto 52 ͦC. Non Inverter WACdesigned to work up to 50 ͦC for 1.5 TR. and 48 ͦC for 1.0 TR.
Due to continuous research& development, specifications, features and lookmay change without prior notice. *It indicates that model has on/off timer without advanced startup.

Kaze series

DESCRIPTION UNIT Kaze Plus Fixed Speed Series
Model Number RAW312HEDO RAW318HFDOF
Tonnage Class 1.0 1.5
Star Rating 2 3
Compressor

Performance

Type / Refrigerant Rotary/R32 Rotary/R32

Rated Cooling (100 % load) BTU/Hr (Watts) 3300 4800
ISEER 3.00 3.20
Annual Power Consumption (As per BEE Norms) (kWh) 851.52 1161.16
Fan Speed No. of steps 3 3
Air Flow (IDU) (Cooling-Super High) CFM 295 450
Sound level *1

Electrical

dbA 46 50

Rated Power Supply Volts / Hz / Phase 230/50/1 230/50/1
Rated Power Input Watts 1100 1500
Rated Current Drawn

Key Features

Amps 4.9 6.86

Filter Clean Indicator √ √
Auto Power Save Mode √ √
On/Off Timer with Advance Start Up √* √*

Wireless LCD Remote with Backlight

Advanced Features

√ √

Auto Restart √ √

Precoated Aluminium Fins

Assurance

√ √

Compressor Warranty 1 + 4 Years √ √
Warranty on Entire Machine

Dimensions

1 Year √ √

Dimension (WXHXD) mm 560 x 377 x 615 660 x 430 x 755
Net Weight IDU /ODU Kg 40.0 52.0


