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PT. Johnson Controls Hitachi Air Conditioning Indonesia

HEAD OFFICE
Wisma 77 Tower 1, 16th Floor, Jl. S.Parman Kav. 77. 
Palmerah, Slipi. Jakarta Barat 11410, Indonesia 

Find the products Hitachi Cooling & Heating
with the best service and conditions at your
Hitachi Distributor.

The specifications of this catalog may change without prior notice to allow 
Hitachi Cooling & Heating to incorporate the latest innovations for its customers. 
The information contained in this catalog is merely informative. 
Hitachi Cooling & Heating declines any responsibility in the broadest sense, for 
damage, direct or indirect, arising from the use and / or interpretation of the 
recommendations in this catalog.

T : +62 21 5366 8500
F : +62 21 5366 8300
Website: www.hitachiaircon.id



The over use of natural resources like water, minerals and other non-renewable resources of energy 

worldwide have raised a concern over the future. To support the optimum growth level and taking care of 

Mother Nature at the same time, Hitachi is committed to contribute towards a sustainable tomorrow.

With our path-breaking innovations, we’ve come up with a unique product range that has lesser impact on 

the environment. Raising the bar further, Hitachi is proud to introduce the first range of Ductable Air 

Conditioners with Eco- Friendly Refrigerant (R-410A), designed to love the nature back.

TAKUMI RANGE OF
DUCTABLE ACs

410A

02We believe in your dreams and we are always eager to go the extra mile to turn them into reality. From sharing our 
knowledge, technology and expertise to creating customised solutions for your business, we do everything to help 
your business grow. We aim to set new benchmarks with our service standards and this drive to delight you defines 
who we are.

CUSTOMERS,
OUR PRIORITY

We always put
you first.

TRAINING
CENTRES
We train to

serve you better.

PROJECT EXECUTION
SUPPORT

We are around you all
the time.

CUSTOM-BUILT
PRODUCTS

We design
around you.

We manufacture
our products in India.

FAST
DELIVERY

ADVANCE TESTING
FACILITIES

We test, so you
get the best.

We are near you.

VAST DEALER
NETWORK

INNOVATIVE
TECHNOLOGY

We make your
life easier.

Our thoughts, your belief,
together creating 
Expertise that delivers
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UNIQUE CHARACTERISTICS

Reliable
(Higher Ambient Temperature)
• Up to 52˚C

Powerful
(More Efficient)
• Part Load Operation

• Phase Starting of Compressor

• Phase Starting of Multiple Units

• Run Time Tracking & Equalisation 

  of Compressors

Safety
(Safer Units)
• RS 485 Cable Connection

• Advanced Microprocessor Control

UV lamp with 
Ventilation

Drain Pump 
Assembly

410A

Eco-Friendly Refrigerant
• R-410A

Proficient
(Enhanced Performance)
• Silent Operation

• Factory Charged Refrigerant

• Variable Speed Condenser Fan Motor

Flexibility
(Design Convenience)
• Flexibility in IDU Mounting

• Compact Design

Comfort
(Ease of Operation)
• Central Station

• LCD Remote Control Handset

FEATURES
When the room temperature is close to the set temperature, the microprocessor shuts off the compressors 

automatically in a phased manner.

PAG144EZDA3E

Benefits
• Saves energy

• Provides redundancy

• Reduces wear & tear of compressor

• Prevents over cooling 

–
PART LOAD OPERATION

PAG144EZDA3E

Benefits
• Controls inrush current

• Reduces load on mains

• Ensures safety of machine
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The microprocessor embedded in controller provides a delay of 15 seconds between the start-up of compressors 

of the same machine.

–
PHASE STARTING OF COMPRESSOR

ENERGY
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06–
RUN TIME TRACKING & EQUALISATION OF COMPRESSORS

The inbuilt feature displays and controls the run time of each compressor. The compressors are sequenced 
automatically so that the run hours of all compressors are equal. This ensures that no single compressor is 
subjected to extra wear and tear, thus ensuring longer life.

Benefits
• Ensures equal running life of compressors 

by uniform usage

• Budget and monitor power consumption 

• Trouble-free operation due to less wear & tear

Compressors Run Time Takumi vs. other Ducted Splits

The Takumi Series comes with inbuilt solution to provide a time delay in starting up of compressors when multiple 
machines are switched on. The Rotary Switch guides the machine’s compressors to start one after the other, thus 
producing low start-up load.

Benefits
• Reduced inrush current

• Lower capacity DG set required

• Reduces wear & tear of machine and DG set

• Increases the safety of machine and DG set      
  installed

–
PHASE STARTING OF MULTIPLE UNITS

Comparison of initial start-up load between Hitachi Takumi Series and Others

PAG144EZDA3E

The microcontroller senses the ambient temperature with the help of Ambient Temperature Sensor and adjusts the 
fan speed accordingly, hence ensuring lower power consumption and efficient cooling.
Thus, in case of high ambient temperature, the fan speed increases, minimising the derating of compressor 
capacity without affecting the cooling capacity. In case of low ambient temperature, the fan speed is reduced to a 
lower level to suit your cooling requirement.

–
VARIABLE SPEED CONDENSER FAN MOTOR

Benefits
• Reduction of derating at higher ambient 

temperature 

• Lower power consumption with higher capacity 
of the units, hence higher EER

The RS 485 Cable is used to ensure effective communication between the indoor & outdoor unit. The cable effectively 
delivers precise voltage signals between the units so that the machine can perform its functions effectively.

–
RS 485 CABLE COMMUNICATION

Benefits
•  Effective on cabling cost  •  Reduces risk of fire and electric shock  •  Low maintenance cost  • Better communication 
between ODU - IDU

Hitachi ductable unit has Factory Charged Refrigerant. All units are tested in factory under standard quality 

parameters, which ensures best performance of the units when installed. All units are equipped with service  valve, 

which provides pump down of refrigerant and hassle free relocation of the unit.

–
FACTORY CHARGED REFRIGERANT

PAG053EZDA3E, PAG086EZDA3E, PAG086EZDA3EZ1, 
PAG106EZDA3E, PAG106EZDA3EZ1 
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–

A unique enhancement that controls and monitors multiple ducted (up to 16 max) units with a single central 
controller. It can be placed anywhere in the air conditioned space.

CENTRAL STATION

Benefits
•  Emergency shutdown  •  Reduced inrush current•  Compatible with up to 16 units  •  Individual 
handset enable/disable  •  Individual & simultaneous ON/OFF in sequential manner  •  Self diagnosis  

The Intelligent Microprocessor integrated in the controller of Takumi Series provides protection against various 
malfunctions that can hamper the overall health and functioning of the machine.

–
ADVANCED MICROPROCESSOR CONTROL

Protects the AC from: 
•  Low suction pressure (LP)  •  High discharge pressure (HP)  •  Single phasing  •  Reverse phasing  
•  Over/under voltage  •  Over current

Keeping product safety and quality at priority, the Takumi Series comes with the stringent safety features to 
keep the product up to the mark.

PRODUCT SAFETY

Benefits
•  Burst proof capacitors used with FR cap  •  High class motor insulation  •  IP55 protection class fan motor 
•  Fire retardant material like FR insulation, FR grade blower casing are used for indoor units

Benefits
•  Optimum cooling capacity  •   Low deration  •  High COP

Designed for high ambient conditions, these units guarantee reliable operation even at 52°C outdoor air 
temperature. Apart from many other reliability tests, the units have been tested for maximum overload 
condition at 52°C in our state-of-the-art test labs.

–
TROPICAL TEMPERATURE

The new LCD panel of remote controller displays all the operating parameters of the machine simultaneously to 
enable the user to control the desired settings.

–
LCD REMOTE CONTROL

Benefits
• Set temperature range from 16°C to 32°C  •  Modes - Auto, Cool, Fan & ACT 
• Compressor Selection Function  •  7-day weekly timer  •  4 ON/OFF timers per day 
• Optional  features - UV Lamp, Drain Mechanism, Ventilation  •  Error code display
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The UV lamp accessories consist of a UV lamp which emits 265 Nm of effective wavelength which is germicidal in 
nature. With the continuous operation, bacteria can be killed in hours time.

–
UV LAMP WITH VENTILATION

Benefits
•  Reduced health risks  •  Good indoor air quality •  Germicidal UV lamp  
•  Prevents sick building syndrome

Available in PAG053EZDA3E/PAG086EZDA3E/PAG086EZDA3EZ1/
PAG106EZDA3E/PAG106EZDA3EZ1

The Drain Pump accessory gets fitted in the indoor unit and helps in removing the condensate water quickly and 
avoids spilling it over the false ceiling.

–
DRAIN PUMP ASSEMBLY

Benefits
•  Immaculate interiors  •  Odourless conditioned space 
•  Clean & healthy environment  •  Improves working height 

Available in PAG053EZDA3E/PAG086EZDA3E/PAG086EZDA3EZ1/
PAG106EZDA3E/PAG106EZDA3EZ1

SPECIFICATIONS
–
 TAKUMI R-410A SERIES DUCTED SPLIT AIR CONDITIONER

Note: 1) The rated cooling capacities are based on the following conditions:
  •  Indoor Air Inlet Temperature - 27° C (DB) & 19° C (WB) •  Outdoor Air Inlet Temperature - 35° C (DB)
 2) Due to continuous research and development, the product specifications and features may change without prior notice.
 3) Product features and specification may vary from model to model.


